GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15001
Thickness 12 mm (1/2")
Mesh 38 x38 mm (1,5")
Panel 1,22 x 3,66 m (4" x127)
Surface: Grinded / Flat

Panel size : 1219 x 3658 mMm
Height : 12 mm
Mesh : Square, 38 x 38 mm
3 65
Profile : 6,5/5mm 1 | |
== r——rr
Opening : 32X 32 mMm o = _ H E ﬁ: |
s
Open area : 68% =
| N | | |
Weight : 6.1 kg/m? ™ 1 ' |_
38 r| |
Weight per plate : 27,2 kg = it =y
Surface : Grinded / flat . | || | . |
Colour : Light gray (RAL 7001) ! l|_|| 38 _lj l
Resin : Isophtalic polyester
Fire retardance : ASTM E84-05, Class 1
Flame spread < 25
Working Temperature : -40°C / 60 °C
Electric properties : Isolating

Not intended for carrying load.

No load table provided

Glassfiber Produkter AS
Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no
SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15002
Thickness 12 mm (1/2")
Mesh 38 x38 mm (1,5")
Panel1,22x 3,66 m (4" x127)
Surface: Grinded / Flat

Panel size : 1219 X 3658 mm

Height : 12 mm

Mesh : Square, 38 x 38 mm

Profile ; 6,5/ 5mm

Opening : 32X 32mMm

Open area : 68%

Weight ; 6.1 kg/m? I . 15A'|5

Weight per plate ; 27,2 kg 1z :_ é E 'E i- {,

Surface : Grinded / flat _ I_ e

Colour : Yellow (RAL 1003) -l .! | - .l 1

Resin : Vinylester aﬁr - lJ —l

Fire retardance : ASTM E84-05, Class 1 : | I| | |
Flame spread < 25 | |!1 @ .IJ !

Working Temperature : -40°C [ 60 °C

Electric properties : Isolating

Not intended for carrying load.

No load table provided

Glassfiber Produkter AS
Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no
SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15020
Thickness 25 mm (1")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x12)
Surface: Applied grit

Panel size 1219 X 3658 mm

Height 25 MM

Mesh 38 x 38 mm

Profile 6,5/ 5mm

Opening 32X 32mMm

Open area 68%

Weight 12,2 kg/m? &5
Weight per plate 54,4 kg :___J rT
Surface Applied grit "_.,‘
Colour Light grey (RAL 7001) c :] JL_J .1 5
Resin Isophtalic polyester 33r 'L”_I -

Fire retardance

ASTM E84-05, Class 1

Flame spread: < 25 'l Immlm
38 |
Working temperature -40°C [ 60 °C
Electric properties Isolating

MAXIMUM

- - ULTIMATE
LOAD AU=KN/m? AC=kN/m RECOM- CAPACITY
MENDED
400 AU| 0,3 0,6 0,9 1,1 1,7 2,2 2,8 3,4 4.5 56 6,7 8,9 10,0 11,2 47 236
AC| 1,2 2,1 &8 41 6,2 8,2 10,3 12,4 16,5 8 40
600 AU| 13 2,2 34 4,3 6,5 8,6 10,8 13,0 17,3 22 111
AC| 35 59 9,4 11,7 17,6 6 31
800 AU| 42 6,9 11,1 13,9 1 56
AC| 83 13,9 5 26

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04

A o

Glassfiber Produkter AS
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15021
Thickness 25 m (1")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x127)
Surface: Meniscus

Panel size : 1219 X 3658 mm

Height : 25 MM

Mesh : Square, 38 x 38 mm

Profile : 6,5/ 5mm

Opening : 32X 32mMm

Open area : 68% > 65

Weight : 12,2 kg/m? =} k K- LU

Weight per plate : 54,4 kg 25"'“5 r% oy |

Surface : Meniscus n n n %

Colour : Grey (RAL 7001) 38f : y[_”_l | L

Resin : Isophtalic polyester h r—l “ | —

Fire retardance : ASTM E84-05, Class 1 ( El 1 L; ! )
Flame spread: < 25 L3 |

Working temperature  : -40°C [ 60 °C

Electric properties : Isolating

MAXIMUM

- - ULTIMATE
LOAD AU=KN/m? AC=kN/m RECOM- CAPACITY
MENDED
400 AU| 0,3 0,6 0,9 1,1 1,7 2,2 2,8 3,4 4.5 56 6,7 8,9 10,0 11,2 47 236
AC| 1,2 2,1 &8 41 6,2 8,2 10,3 12,4 16,5 8 40
600 AU| 13 2,2 34 4,3 6,5 8,6 10,8 13,0 17,3 22 111
AC| 35 59 9,4 11,7 17,6 6 31
800 AU| 42 6,9 11,1 13,9 1 56
AC| 83 13,9 5 26

Deflection in mm as a function of load in kN at open span in mm

Glassfiber Produkter AS

Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90

NO 981 903 439 MVA

www.glassfiber.no
SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15022
Thickness 25 mm (1")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x127)
Surface: Meniscus

Panel size
Height
Mesh
Profile
Opening
Open area
Weight
Weight per plate
Surface
Colour
Resin

Fire retardance

Working temperature

Electric properties

1219 x 3658 mMm

25 Mm

Square, 38 x 38 mm
6,5/ 5mm

32X 32 mMm

68%

12,2 kg/m?

54.4 kg

Meniscus

Yellow (RAL 1003)
Vinylester

ASTM E84-05, Class 1
Flame spread: < 25
-40°C / 60 °C

Isolating

MAXIMUM

ULTIMATE

LOAD AU =kN/m? AC =kN/m

RECOM-
MENDED

CAPACITY

400 AU| 03 0,6 0,9 1.1 1,7 22 2,8 3.4 4,5 5,6 6,7 8,9 100 | 112 236
AC| 12 2.1 3.3 4,1 6,2 8.2 10,3 | 124 | 16,5 40

600 AU| 13 2.2 34 43 6,5 8,6 10,8 | 13,0 | 17,3 111
AC| 35 5,9 9,4 11,7 | 17,6 31

800 AU| 42 6,9 11,1 13,9 56
AC| 83 13,9 26

Deflection in mm as a function of load in kN at open span in mm

A o

SGP-DOC-0002-EN - REV04
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GLASSFIBER

PRODUKTER

Stapt gitterrist i glassfiber
Artikkel nr. 15023
Tykkelse 25 mm
Hovedmagnster: Kvadratisk 38 x 38 mm

Delmgnster: Apning 32 x 32 mm

Sheet: 1220 x 3658 mm

Height: 25 mm

Main Mesh: Square, 38 x 38 mm
Sub-Mesh: Square, 32 x 32 mm

Profile Thickness: 6.5 / 5 mm (top/bottom)
Opening: 32 x 32 mm

Open Area: 68%

12, 3 50 9 7
. —T 2 q
Weight: 12.2 kg/m?2 r |H -
Weight per Sheet: 54.4 kg l]_ | !l ﬁ ﬂ

1 [ LS ——
Surface: U-shaped concave ) ':5"

Color: Black (RAL g9oo04)

I i 1
|
Plastic Material: Isophthalic polyester k _I— —I:‘—
, , 1000000C
Fire Resistance: ASTM E84-o05, Class 1 1000000001
Flame Spread: < 25 wl 10000001
Temperature Range: -40°C to 60°C o I."Eﬁ'_' R
Electrical Conductivity: Conductive, EN 13463-1, EN 50014
AU| 024 | 049 | 073 | 122 | 1,82 | 243 | 365 | 486 3106
500
AC| o078 | 156 | 2,33 | 389 | 584 | 7,78 | 11,67 1213
e AU| o089 | 1,77 | 266 | 444 | 665 | 887 | 13,31 1584
AC| 2,03 | 406 | 6,09 | 3,89 867
- AU| 235 | 469 | 7,04 | 1173 959
AC| 4,17 | 834 | 1251 674

Nedbeyning i mm som funksjon av belastning i kg og 3pent spenn i mm

Glassfiber Produkter AS
Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no
SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15025
Thickness 30 mm
Mesh 38 x 38 mm (1,5")
Sub-mesh 19 x 19 mm (0,75")
Panel1,22x 3,66 m (4" x127)
Surface: Applied grit

Panel size 1219 X 3658 mm
Height 30 mMm

Mesh Square, 38 x 38 mm
Sub-mesh: Square, 19 X 19 mm
Profile 7 /5 mm

Opening 12 X 12 mm

Open area 42%

Weight 16,6 kg/m?

Weight per plate 74,0 kg

Surface Applied grit

Colour Grey (RAL 7001)
Resin Isophtalic polyester

Fire retardance

Working temperature

Electric properties

ASTM E84-05, Class 1

Flame spread: < 25
-40°C / 60 °C

Isolating

LOAD AU =kN/{m* AC=kN /m

IH[]—I '.I
18 ‘JL]L]JLJ JOL

I_Il'

[ W Wy Iy Wy
il

Wi Lr

400 AU| 02 0,3 0.5 0.7 1.0 14 1.7 20 27 34 4.0 54 8.1 8.8 67
AC| 08 13 21 27 4.0 54 L) 8.0 10,8 15 76
500 All| OB 1.3 21 26 4.0 5.3 &.7 B.0 10.7 39 193
AC| 22 3.7 58 7.3 110 12 60
200 AU| 25 4.2 6.2 8.5 22 112
AC| 50 24 9 45

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04
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NO 981 903 439 MVA

www.glassfiber.no

E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15030
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Panel1,22x 3,66 m (4" x127)
Surface: Applied grit

Panel size
Height
Mesh
Profile
Opening
Open area
Weight
Weight per plate
Surface
Colour
Resin

Fire retardance

Working temperature

Electric properties

1219 x 3658 mMm

38 mm

Square, 38 x 38 mm
7 /5 mm

31X 31 Mm

67%

18,6 kg/m?

82,9 kg

Applied grit

Grey (RAL 7001)
Isophtalic polyester
ASTM E84-05, Class 1
Flame spread: < 25
-40°C / 60 °C

Isolating

38 J!..
| oy
LT

5
B (20 O I
= JCICICIE

MAXIMUM

LOAD AU =kN/m? AC =kN/m RECOM- | dapaoiTy
MENDED
T
400 AU| 0,1 0,2 0,3 0,5 0,7 0,9 1.1 1,4 1,8 2,3 2,7 3,6 4,0 4,5 68 342
AC| 06 1,1 17 2,1 3.2 4,2 53 6,4 8,5 10,6 12,7 | 16,9 | 19,0 18 92
600 AU| 06 0,9 1,5 1,9 2,8 3,8 4,7 57 7,5 9,4 11,3 | 151 16,9 | 18,8 46 232
AC| 15 2,6 4,1 52 7,8 104 | 13,0 | 156 14 72
800 AU| 1,7 2,8 4,5 5,7 8,5 114 | 142 | 171 27 137
AC| 33 55 8,8 11,0 | 16,5 11 57
1000 AU| 4.2 7,0 11,1 13,9 17 87
AC| 6,8 11,3 | 181 8 42
1200 AU| 88 14,6 10 52
AC| 116 | 193 6 32

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04

Glassfiber Produkter AS
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15031
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x127)
Surface: Meniscus

Panel size : 1219 x 3658 mMm
Height : 38 mm
Mesh : Square, 38 x 38 mm
Profile : 7 /5 mm
Opening : 31X 31Mm
38 s 2
Open area : 67% W oy I i
[ 7 ¥
Weight : 18,6 kg/m? 38| | E % ? [J
Weight per plate : 82,9 kg o YT L. ZI;__J.
Surface : Meniscus ) )
| 1 | I R
Colour : Grey (RAL 7001) 5 r
- . = JL L]
Resin : Isophtalic polyester L ] [ : ' =
Fire retardance : ASTM E84-05, Class 1 ' [ , ] L ] [
Flame spread: < 25 'j] U |
.38 ]
Working temperature  : -40°C / 60 °C
Electric properties : Isolating

MAXIMUM

= = ULTIMATE

LOAD AU = kN /m? AC = kN/m CABAGITY
400 AU| 01 0,2 0,3 0,5 0,7 0,9 1.1 1,4 1,8 2,3 2,7 3,6 4,0 4,5 68 342
AC| 06 1.1 1,7 2,1 3,2 4,2 5,3 6,4 8,5 106 | 12,7 | 169 | 19,0 18 92
600 AU| 06 0,9 1,5 1,9 2,8 3,8 4,7 5,7 7,5 9,4 13 | 151 | 169 | 1838 46 232
AC| 15 2,6 4,1 5,2 7,8 104 | 13,0 | 156 14 72
800 AU 17 2,8 4,5 5,7 8,5 114 | 142 | 171 27 137
AC| 33 5,5 8,8 11,0 | 16,5 11 57
1000 AU| 4.2 7,0 11,1 13,9 17 87
AC| 6,8 11,3 | 18,1 8 42
1000 1AU] 88 | 146 10 52
AC| 116 | 193 6 32

Deflection in mm as a function of load in kN at open span in mm

Glassfiber Produkter AS
Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway

Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no

SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15032
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x12)
Surface: Gritted

Panel size
Height
Mesh

mm
Profile
Opening
Open area
Weight
Weight per plate
Surface
Colour
Resin

Fire retardance

Working temperature

Electric properties

1219 X 3658 mm
38 mm

Square, 38 x 38

7/5mm

31X 31Mm

67%

18,6 kg/m?

82,9 kg

Gritted

Red (RAL 2002)
Vinylester

ASTM E84-05, Class 1
Flame spread: < 25
-40°C / 60 °C

Isolating

LOAD AU =KkN/m? AC=kN/m

ik 38 _ er
{1 Vi
HEEN}
iz

O O O 8
= JOIOICIE

MAXIMUM
RECOM-
MENDED

ULTIMATE
CAPACITY

400 AU| 01 0,2 0,3 0,5 0,7 0,9 1.1 1.4 1,8 2,3 3,6 4,0 4,5 68 342
AC| 06 1.1 1,7 21 3,2 4,2 5,3 6,4 8,5 106 | 12,7 | 16,9 | 19,0 18 92
600 AU| 06 0,9 1,5 1,9 2,8 3,8 4,7 57 7,5 9,4 11,3 | 151 16,9 | 18,8 46 232
AC| 15 2,6 4,1 5.2 7,8 104 | 130 | 156 14 72
800 AU| 1,7 2,8 4,5 57 8,5 114 | 142 | 171 27 137
AC| 33 55 8,8 11,0 | 16,5 11 57
1000 AU| 42 7,0 11,1 13,9 17 87
AC| 68 11,3 | 181 8 42
1200 AU| 88 14,6 10 52
AC| 116 | 193 6 32

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15033
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x127)
Surface: Meniscus

Panel size : 1219 X 3658 mm
Height : 38 mm

Mesh : Square, 38 x 38 mm
Profile : 7 /5 mm
Opening : 31X 31 MM

Open area : 67%

Weight : 18,6 kg/m?
Weight per plate : 82,9 kg

Surface : Meniscus

Colour : Yellow (RAL 1003)
Resin : Vinylester

Fire retardance ASTM E84-05, Class 1
Flame spread: < 25
Working temperature -40°C [ 60 °C

Electric properties : Isolating

LOAD AU =kN/m? AC=kN/m

AU| 0,1 0,2 0,3 0,5 0,7 0,9 1.1 1,4

1,8

2,3

2,7

36|

38“

3,6

|
b~ w0

s 29
|

w

4,0

4,5

MAXIMUM
RECOM-

ULTIMATE
CAPACITY

MENDED

68

342

400
AC| 06 11 1,7 21 32 4,2 518 6,4 8,5 106 | 127 | 169 | 19,0 18 92
600 AU| 06 0,9 1,5 1,9 2,8 3,8 4,7 5,7 7,5 9,4 11,3 | 151 16,9 | 18,8 46 232
AC| 1,5 2,6 4.1 52 7,8 104 | 13,0 | 156 14 72
800 AU| 1,7 2,8 4,5 57 8,5 114 | 142 | 171 27 137
AC| 33 5,5 8,8 11,0 | 16,5 11 57
1000 AU| 4.2 7,0 11,1 13,9 17 87
AC| 6,8 11,3 | 18,1 8 42
1200 AU| 88 14,6 10 52
AC| 116 | 193 6 32

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15034
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Sub-mesh 19 x 19 mm (0,75")
Panel 1,22 x 3,66 m (4" x127)
Surface: Applied grit

Panel size : 1219 X 3658 mMm
Height : 38 mm
Mesh : Square, 38 x 38
mm
Sub-mesh: : Square, 19 X 19 MM
Profile : 7 /5 mm 3
W o T
Opening : 12 X12 mm | i 1] i
Open area : 42% 3. | E % ﬁ [/} |
Weight : 21,5 kg/m? = ‘ TR
Weight per plate : 95,9 kg 0 n n i
Surface : Applied grit -5 { -
Colour : Grey (RAL 7001) 38& 4] [ ] f J l I Iﬁ
Resin : Isophtalic polyester [ , ] '{ ] [
J |
Fire retardance : ASTM E84-05, Class 1 ﬁ A — —
e | P
Flame spread: < 25 .38 |
Working temperature : -40°C / 60 °C
Electric properties : Isolating
_ _ MAXIMUM ' ;) 1imaTE
LOAD AU =kN/m? AC =kN/m CAPACITY
3 5
400 AUl 01 02 |03 |04 |05 fo7 |08 |11 ] 14] 18] 221]29]32] 36 115 575
AC| o5 | 08 | 13 | 17 | 25 | 34 | 42 | 51 | 68 | 85 | 102 | 135 | 152 23 115
600 kAUl 04 | 08 | 12 | 15 [ 23 | 30 | 38 | 45 | 60 | 75 | 90 | 121 | 136 [ 150 58 290
AC| 12 | 21 | 33 | 41 | 62 | 83 | 104 | 124 18 90
soo kAUl 14 | 23 | 36 | 45 [ 68 | 91 | 114 | 136 34 171
AC| 26 | 44 | 70 | 88 | 132 14 71
1000 AU| 33 5.6 89 | 11,1 21 109
AC| 54 9,1 14,5 10 53
1200 kAU 70 | 117 13 65
AC| 93 | 155 8 40

Deflection in mm as a function of load in kN at open span in mm

Glassfiber Produkter AS
Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway

Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no

SGP-DOC-0002-EN - REV04 E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15035
Thickness 38 mm (1,5")
Mesh 51 x 51 mm (2")
Sub-mesh 25 x 25 mm (1")
Panel 1,22 x 3,66 m (4" x127)

Surface: Applied grit

Panel size 1219 X 3658 mm

Height 38 mm

Mesh Square, 51X 51

mm

Sub-mesh: Square, 25 X 25 MM o 25 50 9 7
Profile 9/6mm

Opening 17 X 17 Mmm

Open area 48%

Weight 21,5 kg/m?

Weight per plate 95.9 kg jg S S S S %
Surface Applied grit E/RE 3NN
Colour Grey (RAL 7001) ﬁ[g%%
Resin Isophtalic polyester 251

Fire retardance

Working temperature

Electric properties

ASTM E84-05, Class 1
Flame spread: < 25
-40°C / 60 °C

Isolating

MAXIMUM
= = ULTIMATE
LOAD AU =kN/m? AC =kN/m CADAGITY
3 | 5
400 AU| 01 0,2 0,3 0,4 0,5 0,7 0,9 1,1 1.4 1,8 2,2 2,9 3,2 3,6 115 575
AC| 05 [ 08 [ 13 [ 17 [ 25 | 34 | 42 | 51 | 68 | 85 | 102 [ 135 [ 152 23 115
soo kU] 04 [ o8 [ 12 | 15 [ 23 [ 30| 38 [ 45 [ 60 | 75 [ 90 [121] 136 [ 150 58 290
AC| 12 2,1 33 4.1 6,2 8,3 10,4 | 124 18 90
800 AU| 14 2,3 3,6 4,5 6,8 9,1 11,4 | 13,6 34 171
AC| 26 4,4 7,0 8,8 13,2 14 71
1000 18Y] 33 [ 56 [ 8o [ 111 21 109
AC| 54 | o1 [ 145 10 53
1200 1AU] 70 [ 117 13 65
ac] 93 | 155 8 40

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15036
Thickness 38 mm (1,5")
with plate 3mm (0,1")
Panel 1,22 x 3,66 m (4" x12)

Surface: Applied grit €

Panel size : 1219 X 3658 mm

Height : 38 mm P

Mesh : Solid plate 3 mm }

Profile : 7/5mm

Open area : 0% = 7

Weight : 29,5 kg/m? ‘ ' ' i ,;l I

Weight per plate : 131,7 kg 38; ; g E ey ﬁ : H [

Surface : Applied grit S

Colour : Grey (RAL 7001) ] A--[. R

Resin : Isophtalic polyester 38"” I [ ]!; ” H .

Fire retardance : ASTM E84-05, Class 1 o — ! '
Flame spread: < 25 [ z | zfj L, J [ -

Working temperature -40°C [ 60 °C U L 3 ,] U

Electric properties : Isolating

MAXIMUM

= - ULTIMATE
LOAD AU =kN/m? AC=kN/m RECOM- | capaciTy
MENDED

400 AU| 01 0,2 0,3 0,5 0,7 0,9 1.1 1,4 1,8 2,3 2,7 3,6 4,0 4,5 68 342
AC| 06 1.1 1,7 2,1 3,2 4,2 53 6,4 8,5 10,6 | 12,7 | 16,9 | 19,0 18 92
600 AU| 06 0,9 1,5 1,9 2,8 3,8 4,7 57 7,5 9,4 11,3 | 151 16,9 | 18,8 46 232
AC| 15 [ 26 | a1 [ 52 | 78 | 104 | 130 [ 156 14 72
800 AU| 17 2,8 4,5 57 8,5 114 | 142 | 171 27 137
AC| 33 5,5 8,8 11,0 | 165 11 57
1000 AU| 472 7,0 11,1 13,9 17 87
AC| 68 11,3 | 18,1 8 42
1200 AU| 88 14,6 10 52
AC| 116 | 193 6 32

Deflection in mm as a function of load in kN at open span in mm
Glassfiber Produkter AS

Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90
NO 981 903 439 MVA
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GLASSFIBER

PRODUKTER

Molded GRP Grating

Article no. 15037

Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")
Panel 1,22 x 3,66 m (4" x12)
Surface: Applied grit

Panel size
Height
Mesh

mm
Profile
Opening
Open area
Weight
Weight per plate
Surface
Colour
Resin

Fire retardance

Working temperature

Electric properties

1219 X 3658 mm
38 mm

Square, 38 x 38

7 /5 mm

31X 31Mm

67%

18,6 kg/m?

82,9 kg

Meniscus

Green (RAL 6017)
Ortho polyester
ASTM E84-05, Class 1
Flame spread: < 25
-40°C [ 60 °C

Isolating

LOAD AU =kN/m? AC=kN/m

1’38’ _7!-

g® g %..ﬁ gi

P O O

L0000
Ll

MAXIMUM
RECOM-

ULTIMATE
CAPACITY

MENDED

400 AU| 01 0,2 0,3 0,5 0,7 0,9 1,1 1,4 1,8 2,3 2,7 3,6 4,0 4.5 68 342
AC| 06 11 1,7 2,1 3,2 42 588 6,4 8,5 10,6 12,7 16,9 19,0 18 92
600 AU| 06 0,9 1.0 1,9 28 3,8 4,7 57 78 94 11,3 15,1 16,9 18,8 46 232
AC| 15 2,6 4.1 52 7,8 10,4 13,0 15,6 14 72
800 AU 1,7 2,8 45 57 8,5 11,4 14,2 171 27 137
AC| 33 515 8,8 11,0 16,5 1 57
1000 AU| 42 7,0 11,1 13,9 17 87
AC| 68 11,3 18,1 8 42
1200 AU| 88 14,6 10 52
AC| 116 19,3 6 32

Deflection in mm as a function of load in kN at open span in mm

SGP-DOC-0002-EN - REV04

Glassfiber Produkter AS

Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway

Telephone: +47 51 78 60 90
NO 981 903 439 MVA
www.glassfiber.no

E-mail: post@glassfiber.no




GLASSFIBER

PRODUKTER

Molded HL GRP Grating
Article no. 15038
Thickness 38 mm (1,5")
Mesh 38 x 38 mm (1,5")

Panel 1,22 x 3,66 m (4" x12)
Surface: Meniscus

Panel size
Height
Mesh

mm
Profile
Opening
Open area
Weight
Weight per plate
Surface
Colour
Resin

Fire retardance

Working temperature

Electric properties

SPAN (mm)

1219 X 3658 mm
38 mm

Square, 38 x 38

12 mm
26,1x 26,1 mm

47%

32 kg/m>

145 kg

Meniscus

Yellow (RAL 1003)
Vinylester

ASTM E84-05, Class 1
Flame spread: < 25
-40°C / 60 °C

Isolating

LOAD AU =kN/m? AC=kN/m

v
v
v
v
¢
y
‘0
¢

AU 0,2 03 0,5
400 AC 0.5 1.2 2,0 29
AU 0,5 0,9 14 1,8
600 AC 0,5 1,3 2,1 3,0
AU 1,8 2,6 36 8,8
o0 AC 0,8 2,2 3.7 53
1000 AU 3,0 4 6 9.9
AC 1,0 2,6 4,9 5,8
1200 AU 3,8 6,1 8,7
AC 1,8 4.3 Tt 10,3
1400 AU 6.4 10,4 14,5
AC 2.4 6,1 10,5 15,5
AU 11,9 15,3
1600 AC 3.4 8,5 14,6 21,6

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded HL fiberglass grating
Article no.: 15039
Thickness: 38 mm

Pattern: Solid plate, 3 mm

Panel size: 1219 x 3658 mm

Surface: Tread plate

Sheet: 1219 x 3658 mm

Height: 38 mm

Pattern: Solid plate, 3 mm

Profile Thickness: 7 / 5 mm (top / bottom)

Open Area: 0%

Weight: 29.5 kg/m?

Weight per Sheet: 131.7 kg

Surface: Tread plate

Color: Grey (RAL 70m)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-o05, Class
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

500 AU | 0,026 | 0,053 | 0,079 | 0,131 | 0,197 | 0,263 | 0,394 | 0,562
AC | 0,084 | 0,168 | 0,252 | 0,421 | 0,631 | 0,841 | 1,262 | 1,682
700 AU | 0,101 | 0,202 | 0,303 | 0,505 | 0,757 | 1,01 | 1,515 | 2,019
AC | 0,231 | 0,462 | 0,692 | 1,154 | 1,731 | 2,308 | 3,462
900 AU | 0,276 | 0,552 | 0,828 | 1,380 | 2,069 | 2,759 | 4,139
AC | 0,491 | 0,981 | 1,472 | 2,453 | 3,679 | 4,905
1100 AU | 0,616 | 1,231 | 1,847 | 3,079 | 4,618 | 6,157
AC | 0,896 | 1,791 | 2,687 | 4,478 | 6,717
1300 AU | 1,201 | 2,402 | 3,603 | 6,006 | 9,008
AC | 1,478 | 2,957 | 4,435 | 7,392

Nedbeyning i mm som funksjon av belastning i kg og dpent spenn i mm
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GLASSFIBER

PRODUKTER

Stept HL gitterrist i glassfiber

Artikkel nr. 15040 Tykkelse: 38

mm Mgnster: Tett plate, 3 mm

Plate: 1219 x 3658 mm Overfla-
te: Tareplate

Sheet: 1219 x 3658 mm

Height: 38 mm

Pattern: Solid plate, 3 mm

Profile Thickness: 7 / 5 mm (top / bot-

tom)

Open Area: 0%

Weight: 29.5 kg/m?

Weight per Sheet: 131.7 kg

Surface: Tread plate

Color: Yellow (RAL 1003)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-o05, Class 1
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

500 AU | 0,026 | 0,053 | 0,079 | 0,131 | 0,197 | 0,263 | 0,394 | 0,562
AC | 0,084 | 0,168 | 0,252 | 0,421 | 0,631 | 0,841 | 1,262 | 1,682
700 AU | 0,101 | 0,202 | 0,303 | 0,505 | 0,757 | 1,01 | 1,515 | 2,019
AC | 0,231 | 0,462 | 0,692 | 1,154 | 1,731 | 2,308 | 3,462
900 AU | 0,276 | 0,552 | 0,828 | 1,380 | 2,069 | 2,759 | 4,139
AC | 0,491 | 0,981 | 1,472 | 2,453 | 3,679 | 4,905
1100 AU | 0616 | 1,231 | 1,847 | 3,079 | 4,618 | 6,157
AC | 0,896 | 1,791 | 2,687 | 4,478 | 6,717
1300 AU | 1,201 | 2,402 | 3,603 | 6,006 | 9,008
AC | 1,478 | 2,957 | 4,435 | 7,392

Nedbeyning i mm som funksjon av belastning i kg og dpent spenn i mm
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GLASSFIBER

PRODUKTER

Molded HL fiberglass grating
Article no.: 15041
Thickness: 38 mm
Pattern: Square, 38 x 38 mm
Panel size: 1219 x 3658 mm
Surface: U-shaped, concave

Sheet: 1219 x 3658 mm
Height: 38 mm
Pattern: Square, 38 x 38 mm

Profile Thickness: 7 / 5 mm (top / bottom)

Opening: 31 x 31 Mm

Open Area: 67%

Weight: 18.6 kg/m?

Weight per Sheet: 82.9 kg

Surface: U-shaped, concave

Color: Blue (RAL 5015)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-05, Class 1
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

AU| 007 | 015 | 022 | 036 | 0,54 | 0,73 | 1,00 | 1,45 4747
500 AC| 023 | 046 | 070 | 1,16 | 1,74 | 2,32 | 3,48 | 4,64 1854
200 AU| 025 | 050 | 075 | 1,26 | 1,89 | 251 | 3,77 | 503 2422
AC)| 057 | 115 | 1,72 | 2,87 | 431 | 575 | 862 | 11,49 1325
AU| o065 | 1,30 | 195 | 325 | 486 | 651 | 9,76 | 13,02 1465
900 AC| 116 | 231 | 347 | 579 | 868 | 11,57 1030
AU| 1,44 | 288 | 431 | 7,19 | 10,79 | 14,38 981
1100 AC| 2,00 | 4,18 | 6,28 | 10,46 843
1300 AU| 2,79 | 558 | 8,38 | 13,96 702
AC| 344 | 6,87 | 10,31 713

Nedbeyning i mm som funksjon av belastning i kg og dpent spennimm
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15050
Thickness 51 mm (2")
Mesh 51 x 51 mm (2")
Panel 1,22 x 3,66 m (4" x12)
Surface: Applied grit

Panel size : 1219 x 3658 mm
Height : 51 mm
Mesh : Square, 51 X 51
mm
Profile : 8,5/6 mm
Opening : 41,5 X 41,5 mm
Open area : 69%
Weight : 23,4 kg/m?
Weight per plate : 104.3 kg
Surface : Applied grit
Colour : Grey (RAL 7001)
Resin : Isophtalic polyester S‘]: ]
Fire retardance : ASTM E84-05, Class 1 e et
Flame spread: < 25
Working temperature  : -40°C / 60 °C U UI 50 U|
Electric properties : Isolating
S ULTIMATE
LOAD AU=KN/m?, AC=kKN/m RECOM - CAPACITY
M ENDED
AU 0,1 0,2 0,2 0,3 0,5 0,6 0,8 10 13 16 19 25 28 3,2 72 361
400
AC| 03 0,5 0,9 11 16 22 27 33 4,3 54 6,5 8,7 9,7 19 29 146
AU 0,3 05 0,8 10 15 20 25 3,0 3.9 4.9 5.9 79 8,8 9,8 52 259
600
AC| 0,9 15 24 3,0 4,5 6,0 75 9,0 19 “,9 7.9 16 78
800 AU 0,9 17 25 3,0 51 6,1 84 36 181
AC| 18 3,0 4.9 6,1 9,2 22 53 | B4 13 66
1000 AU| 22 3,7 5,8 7.3 10 1.6 8.3 16 81
AC 3,6 6,1 9,7 12,1 18,2 11 56
AU| 46 76 2,2 15,3 15 76
1200 AC 6,1 10,1 6.2 9 46
AU[ 82 | 7 9 46
1400 el o7 [ ®2 6 31

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded GRP Grating

Article no. 15051 <
Thickness 51 mm (2") ‘03:0’
Mesh 51 x 51 mm (2") 0,‘“4}0””

Panel1,22 x 3,66 m (4 x12’)
Surface: Meniscus

0

Panel size : 1219 X 3658 mm
Height : 51mm
Mesh : Square, 51X 51
mm
Profile : 8,5/6 mm
Openin : 1,5 X 41,5 mm 50 85
pening 41,5 X 41,5 — It
Open area : 69%
Weight : 23,4 kg/m?
Weight per plate : 104.3 kg
Surface : Meniscus 1—' — —
-
Colour : Yellow (RAL 1003) 3 ] ,,J
Resin : Vinylester :I
Fire retardance : ASTM E84-05, Class 1 U U |
L 50 |
Flame spread: < 25
Working temperature -40°C / 60 °C
Electric properties : Isolating
MAXIMUM
LOAD AU =kN/n?, AC=kN/m REcom- [ Dl ATS
MENDED
400 AU| 01 0,2 0,2 03 05 0,6 0,38 10 13 16 19 25 238 3,2 72 361
AC| 03 0,5 0,9 11 16 22 27 3.3 43 54 6,5 8,7 9,7 n9 29 146
AU| 03 0,5 0,8 10 15 2,0 25 3,0 3.9 4,9 59 79 8,8 9.8 52 259
600
AC| 09 15 24 3,0 4,5 6,0 75 9,0 m9 %9 17,9 16 78
800 AU| 09 17 25 3,0 5,1 6,1 84 36 181
AC| 18 3,0 4,9 6,1 9,2 ©?,2 5,3 8.4 13 66
1000 AU| 22 3,7 58 73 10 “U.6 8.3 16 81
AC| 36 6,1 9,7 21 8,2 11 56
AU| 46 7.6 22 15,3 15 76
1200 AC| 61 10,1 16.2 9 46
AU| 82 | B7 9 46
1400
AC| 97 16,2 6 31

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15052
Thickness: 51 mm
Mesh: 51 x 51 mm
Sub-mesh: 41.5 x 41.5 mm
Panel: 1219 x 3658 mm (4" x 12')
Surface: U-shaped, concave with ap-
plied grit

Panel Dimensions: 1219 x 3658 mm

Height: 51 mm

Pattern: Square, 51 x 51 Mm

Profile Thickness: 8.5 /6 mm (top / bottom)
Opening: 41.5 X 41.5 mm

Open Area: 6%

Weight: 23.4 kg/m? 12 & S0 9 7
Weight per Sheet: 104.3 kg L |ﬂ H ﬁ H 1 Er.f
Surface: U-shaped, concave i}| | : B_ | 4
Color: Blue (RAL 5015) G
Plastic Material: Isophthalic polyester _iLi - L; ‘_i _]' _, i_
Fire Resistance: ASTM E84-05, Class 1 1000000°0
Flame Spread: < 25 1000000l
Temperature Range: -40°C to 60°C 25: “ LI ’”l JI ! !

Electrical Conductivity: Insulating

SPAN
{mmy})
AU 04 01 0,2 0,3 0,4 0,6 07 0,8 11 1,4 1,6 2,2 25 27 83 415
400 AC| 03 0,5 o7 0,9 1,4 1,9 2.4 2,8 3.8 47 5,6 7.5 8.5 10,4 33 168
00 AU 0.2 0.4 07 0,9 13 17 21 2,6 34 43 51 6,8 77 85 60 208
AC| 08 13 21 2,6 39 52 6,5 7.8 104 | 130 | 1586 18 90
AU| 08 15 22 26 45 53 7.3 41 208
500 AC| 16 27 4.2 iy 8.0 106 [ 133 | 16,0 15 76
AU 19 32 51 6.4 i 127 | 159 7 36
1000 AC| 32 53 8.4 105 | 158 13 B4
cETT AUl 40 6,6 106 | 13,3 17 87
AC| 53 8.8 14,0 10 SE
1400 AU TA 11,9 10 53
AC| B84 14,0 7 36

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15054
Thickness 51 mm (2")
Mesh 25,4 x 51 mm (1" x 2"
Panel 1,22 x 2,46 m
Surface: Meniscus

Panel size : 1219 X 2460 mMm
Height : 51mMm
Mesh : 25,4 X 51 MM
Profile : 12,2/8,9mm -9,9/7,1mm
Opening : 13,2 X 41,1 MM
Open area : 42%
Weight : 41 kg/m?
Weight per plate : 122 kg
Surface : Meniscus
Colour : Dark grey (RAL 7024)
Resin : Vinylester
Fire retardance : ASTM E84-05, Class 1 e P
Flame spread: < 25 t \ } \ ;me
¥
Working temperature -40°C / 60 °C
Electric properties : Isolating

LOAD AU =kN/m™ AC=kN/m

30
205 Ay <03 =0.3 =03 =03 =03 =03 <03 <03 <03 =03 1623 4370
AC <03 <03 <03 <03 0.2 [ [E] or 1 1.2 812 2434
457 Ay <03 <03 =03 <03 0.2 0.3 <003 os 0.5 0.5 754 2283
AC <03 =03 =0,3 <03 LE 1 14 19 27 31 561 1088
510 Ay <03 <03 0.5 0.5 o7 1 1 1.2 1.2 14 468 1415
aC <03 <03 <03 05 12 22 24 48 58 6.8 468 1415
== AU <03 o7 1 14 1.7 22 24 27 LS | 34 3oz 05
aC <03 0.5 a7 1.2 22 44 6.8 9 11 = ETE] 1120
014 Ay 0.5 14 2,2 28 8 44 21 SE 6B 7.3 202 458
AC 05 o7 1,2 18 39 78 16 = = - iz 842
1057 Ay or 7 41 5.3 Ba 8 B4 10,7 121 = 151 458
AC o7 1.2 18 3 &1 121 = = 265 808

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded GRP Grating
Article no. 15055
Thickness 51 mm (2")
Mesh 51 x 51 mm (2")
Panel 1,22 x 3,66 m (4" x12)
Surface: Meniscus

Panel size : 1219 x 3658 mm
Height : 51 mMm
Mesh : Square, 51X 51 MM
Profile : 8,5/ 6 mm
Opening : 41,5 X 41,5 mm
Open area : 69%
Weight : 23,4 kg/m2
Weight per plate : 104.3 kg
Surface : Applied grit
Colour : Light grey (RAL 70m)
Resin : Isophtalic polyester
Fire retardance : ASTM E84-05, Class 1 ;—“ —- .__.ﬂ
3
Flame spread: < 25 5"]: ] J
Working temperature  : -40°C / 60 °C
Electric properties : Isolating ==k
MAXIMUM
ULTIMATE
LOAD AU=kN/n?, AC=kN/m RECOM-
MENDED CAPACITY
400 AU|[ 01 0,2 0,2 0,3 0,5 0,6 0,8 10 13 16 19 2,5 28 32 72 361
AC| 03 0,5 0,9 11 16 22 2,7 3.3 4.3 54 6,5 8,7 9,7 19 29 146
AU|[ 03 0,5 0,8 10 15 2,0 25 3,0 3,9 4,9 59 7.9 8,8 9,8 52 259
600
AC| 09 15 24 3,0 45 6,0 75 9,0 19 4.9 17.9 16 78
800 AU|[ 09 17 25 3,0 51 6,1 8.4 36 181
AC 18 3,0 4.9 6,1 92 z,2 5,3 84 13 66
1000 AU|[ 2,2 3,7 5.8 73 10 4.6 8.3 16 81
AC| 36 6,1 9,7 2?1 8.2 11 56
AU| 46 7.6 2,2 5,3 15 76
1200 AC| 6,1 10.1 6.2 9 e
AU| 82 | B7 9 46
1400 AC| 97 6.2 6 31
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GLASSFIBER

PRODUKTER

Profile GRP Grating
Article no. 15510
Thickness 38 mm
Profile distance 34 mm
Panel1,0x6,0m
Surface: Applied grit

Panel size : 1000 X 6000 MM

Height : 38 mm

Profile distance : 34 Mm

Opening : 19 Mm

Open area : 55%

Weight : 15,7 kg/m?

Weight per plate : 94,2 kg el | i | F'—"Tl

Surface : Applied grit -~ NP ':]':1

Colour : Grey (RAL 7001) So ‘ | ' |

Resin : Isophtalic polyester { N éb Cb

Fire retardance : ASTM E84-05, Class 1 “_m_”LlL lmn‘l 15 mm
Flame spread: < 25

Working temperature -40°C / 60 °C

Electric properties : Isolating

LOAD AU =kN/m? SAFE LOAD
400 AU 0 0.1 0.1 0.1 0.2 0.2 0.3 0.4 0.5 0.7 14 21 2.1 3.5 504
AC 0.2 0.3 0.5 0.6 0.7 0.8 Al 1.4 2.2 2.8 5.6 8.4 8.4 14.1 100
600 AU 0.2 0.3 0.4 0.5 0.7 0.8 1.0 1.3 2.0 2.6 5.2 7.8 7.8 13.0 217
AC 0.4 0.7 1.1 1.4 1.8 2.1 2.8 3.5 5.4 7.0 13.9 66
800 AU 0.4 0.7 1.2 1.5 1.9 22 2.9 3.7 57 7.4 14.7 124
AC 0.9 1.5 24 2.9 3.8 4.4 5.9 7.4 11.5 14.7 49
1000 AU 1.0 il 2.7 3.4 4.4 5.1 6.8 8.6 13.3 78
AC 1.6 2.7 4.4 5.5 7.1 8.2 10.9 13.7 38
1200 AU 2.1 3.5 5.6 7.0 9.1 10.5 14.0 50
AC 2.8 4.7 7.5 9.3 12.1 14.0 30
1400 AU 3.9 6.5 10.4 12.9 36
AC 4.4 7.4 11.8 14.8 25
1600 AU 6.6 11.0 27
AC 6.6 11.0 21

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Profile GRP Grating
Article no. 15513
Thickness 38 mm
Profile distance 34 mm
Panel1,0x6,0m
Surface: Applied grit

Panel size : 1000 X 6000 MM
Height : 38 mm
Profile distance : 34 Mm
Opening : 19 Mm
Open area : 55%
Weight : 15,7 kg/m?
Weight per plate : 94.2 kg — 19 mm 15 mm
Surface . Applied grit l | -
o [ o= v [ e
Colour : Black (RAL goo4)
38 mm l | ’ l
Resin : Phenolic Lb /
i N\ e :
Fire retardance , ASTM E84-05, Class 1 amm ||

19 mm 15 mm

Flame spread: < 25

Working temperature -40°C / 60 °C
Electric properties : Conductive- EN 13463-1
EN 5oo014

LOAD AU =kN/m2 AC=kN/m SAFE LOAD
400 AU 0 0.1 0.1 0.1 0.2 0.2 0.3 0.4 0.5 0.7 1.4 24 2 3.5 504
AC 0.2 0.3 0.5 0.6 0.7 0.8 1.1 1.4 2.2 2.8 5.6 8.4 8.4 14.1 100
600 AU 0.2 0.3 0.4 0.5 0.7 0.8 1.0 1.3 2.0 2.6 5.2 7.8 7.8 13.0 217
AC 0.4 0.7 1.1 14 1.8 2.1 2.8 3.5 5.4 7.0 13.9 66
800 AU 0.4 0.7 1.2 1.5 1.9 22 29 3.7 5.7 7.4 14.7 124
AC 0.9 1.5 2.4 2.9 3.8 4.4 5.9 7.4 11.5 14.7 49
1000 AU 1.0 1.7 2.7 3.4 4.4 5.1 6.8 8.6 13.3 78
AC 1.6 2 4.4 5.5 741 8.2 10.9 13.7 38
1200 AU 2.1 3.5 5.6 7.0 9.1 10.5 14.0 50
AC 2.8 4.7 7.5 9.3 121 14.0 30
1400 AU 3.9 6.5 10.4 12.9 36
AC 4.4 7.4 11.8 14.8 25
1600 AU 6.6 11.0 27
AC 6.6 11.0 21
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GLASSFIBER

PRODUKTER

Profile GRP Grating
Article no. 15514
Thickness 38 mm
Profile distance 29 mm
Panel1,0x 6,0 m
Surface: Applied grit

Panel size : 1000 X 6000 MM 29 mm 14mm 15mm
Height : 38 mm | 1 T
Profile distance : 29 mm i‘*’”l_:ljl S I*I*] Gia
Opening : 14 mm (:4 ; =
Open area . 48% 38 mm b' ; | | —
Weight : 20,7 kg/m? ~ JiC IS - E
Weight per plate . 124,2 kg M —_— — —
Surface : Applied grit amm || b e}
Colour : Black (RAL goo4) 14mm 15 mm
Resin : Phenolic
Fire retardance : ASTM E84-05, Class 1

Flame spread: < 25
Working temperature -40°C / 60 °C
Electric properties : Conductive- EN 13463-1

EN 5oo014

LOAD in kN/SQUARE METERS (PSM) - DEFLECTION IN MILLIMETERS

200 1 250

400 AU 0,0 0,0 0,1 0,1 0,1 0,1 0,2 0,2 0,4 0,5 0,9 1,4 1,9 2,3 756
AC 0,1 0,2 0,3 0,4 0,5 0,6 0,8 0,9 1,5 1,9 3,8 5,6 7.5 9.4 150
600 AU 0,1 0,2 0,3 0,3 0,5 0,5 0,7 0,9 1,4 1,7 3,5 52 7,0 8,7 325
AC 0,3 0,5 0,7 0,9 1,2 1,4 1,9 2,3 3.6 4,6 9,3 13,9 99
800 AU 0,3 0,5 0,8 1,0 1,3 1,5 2,0 2,5 3,8 4,9 9,8 14,7 185
AC 0,6 1,0 1,6 2,0 2,6 2,9 3,9 4,9 7.7 9,8 74
1000 AU 0,7 1,1 1,8 2,3 3,0 3,4 4,6 5,7 8,9 11,4 116
AC 1,1 1,8 2,9 3,7 4,7 55 7,3 9,1 14,2 58
1200 AU 1,4 2,3 3,7 4,7 6,1 7,0 9,3 11,7 75
AC 1,9 3.1 5,0 6,2 8,1 9 12,5 15,6 45
1400 AU 2,6 4,3 6,9 8,6 11,2 13,0 55
AC 3,0 4,9 7,9 9,9 12,8 14,8 38
1600 AU 4,4 7,3 11,7 14,7 40
AC 4,4 7.3 11,7 14,7 32

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Molded HL fiberglass grating

Article no.: 15521
Thickness: 38 mm
Pattern: Opening 14 mm (bar spa-
cing 29 mm)

Sheet: 1000 x 6000 MM

Height: 38 mm

Bar Spacing: 29 mm

Opening Between Bars: 14 mm

Open Area: 48%

Weight: 21.5 kg/m?

Weight per Sheet: 129 kg

Surface: Gritted (sand-coated)
Color: Yellow (RAL 1003)

Plastic Material: Isophthalic polyester
Fire Resistance: ASTM E84-o05, Class

Flame Spread: < 25

Panel size: 1000 x 6000 mMm
Surface: Gritted (sand-coated)

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

LOAD in kN/SQUARE METERS (PSM) - DEFLECTION IN MILLIMETERS

5 T 5 [ 7o [ 75 [ 15 [ 20 [ 35 | 5 [ 50 [ 700
400 AU 0,0 0,0 0,1 0,1 0,1 0,1 0,2 0,2 0,4 0,5 0,9 1.4 1,9 2,3 756
AC 0,1 0,2 0,3 0,4 0,5 0,6 0,8 0,9 1,5 1,9 3,8 5,6 7,5 9.4 150
600 AU 0,1 0,2 0,3 0,3 0,5 0,5 0,7 0,9 1,4 1,7 3,5 5,2 7,0 8,7 325
AC 0,3 0,5 0,7 0,9 1,2 1,4 1,9 2,3 3,6 46 9,3 13,9 99
800 AU 0,3 0,5 0,8 1,0 1,3 1,5 2,0 2,5 3,8 4.9 9,8 14,7 185
AC 0,6 1,0 1.6 2,0 2,6 2,9 3,9 4.9 7.7 9,8 74
1000 AU 0,7 1,1 1,8 2,3 3,0 3,4 4.6 57 8,9 11,4 116
AC 1,1 1,8 2,9 3,7 4,7 5,5 7,3 9,1 14,2 58
1200 AU 1,4 2,3 3,7 4.7 6,1 7,0 9,3 11,7 75
AC 1,9 3,1 5,0 6,2 8,1 9 12,5 15,6 45
1400 AU 2,6 4,3 6.9 8,6 11,2 13,0 55
AC 3,0 49 7,9 99 12,8 14,8 38
1600 AU 4.4 7,3 11,7 14,7 40
AC 4.4 7,3 11,7 14,7 32

Deflection in mm as a function of load in kN at open span in mm
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GLASSFIBER

PRODUKTER

Solid profile GRP Grating
Article no. 15601
Thickness 40 mm
Profile distance 49 mm
Panelo,5x 6,0m
Surface: Applied grit

Panel size : 500 X 6000 MM
Height : 40 mMm
Profile distance : 49 mm
Weight : 20 kg/m?
Weight per plate : 60 kg
Surface : Applied grit
Colour : Grey (RAL 7001)
Resin : Isophtalic polyester
Fire retardance : ASTM E84-05, Class 1
Flame spread: < 25

Working temperature  : -40°C / 60 °C
Electric properties : Isolating

Load table

1500 1700 2000
750 850 10,0
4,07 281 1,74

1500 1700 2000
7,5 8,5 10,0
3,79 2,97 2,16

Glassfiber Produkter AS

Bedriftsvegen 34, N-4353 Klepp Stasjon, Norway
Telephone: +47 51 78 60 90

NO 981 903 439 MVA
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GLASSFIBER

PRODUKTER

Molded profile-based fiberglass grating
Article no.: 15602
Thickness: 40 mm
Pattern: Solid plate without openings
(bar spacing 49 mm)
Panel size: 5oo x 6000 mm
Surface: Smooth

Sheet: 500 x 6000 MM
Height: 40 mm

Bar Spacing: 49 mm
Opening Between Bars: - h‘

Open Area: 0% “" ;
Weight: 20 kg/m? T
Weight per Sheet: 60 kg

Surface: Smooth

Color: Grey (RAL 7001)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-05, Class1
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

AU 2,4 3.4 53
800 - - -

AC 1,3 1,9 3,0

AU b4, 6,1 8,8
1000

AC 2,6 3,7 5.8
1200 AU 6,5 9,8 14,8

AC 3,2 5,1 7.9

AU 11,5 16,7 27,2
1400 - - -

& AC 5,1 7.7 11,3

AU 17,6 26,2 -
1600 . .

AC 7.3 10,6 16,3

Nedbeyning i mm som funksjon av belastning i kN og dpent spenn i mm

-
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GLASSFIBER

PRODUKTER

Stept HL gitterrist i glassfiber
Artikkel nr. 15902
Tykkelse: 38 mm

Mgnster: Kvadratisk, 38 x 38 mm
Plate: 573 x 3658 mm
Overflate: Finfordelt silica sand

Sheet: 573 x 3658 mm

Height: 38 mm

Pattern: Square, 38 x 38 mm

Profile Thickness: 6.5/ 5 mm (top / bottom)

Opening: 32 x 32 mm

Open Area: 67%

Weight: 18.6 kg/m?2

Weight per Sheet: 38.9 kg

Surface: Fine silica sand finish

Color: Grey (RAL 7001), yellow front edge (RAL

1003)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-o05, Class
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

The illustration shows how the stair grate has reinforced edges on each long side.

AU | 0,07 0,15 | 0,22 036 | 054 | 0,73 1,09 1,45 4747
500 AC| 0,23 0,46 | 0,70 1,16 1,74 | 2,32 348 | 4,64 1854
700 AU| 0,25 | 0,50 | 0,75 1,26 1,89 | 2,51 3,77 | 5,03 2422
AC | 0,57 1,15 1,72 2,87 | 4,31 575 | 862 | 11,49 1325
900 AU| 065 | 1,30 1,95 | 325 | 486 | 6,51 9,76 | 13,02 1465
AC | 1,16 2,31 347 | 579 | 8,68 | 11,57 1030
1100 AU | 1,44 2,88 | 4,31 7,19 | 10,79 | 14,38 981
AC| 2,09 | 418 | 6,28 | 10,46 843
1300 AU | 2,79 558 | 8,38 | 13,96 702
AC | 344 6,87 | 10,31 713

Nedbayning i mm som funksjon av belastning i kg og dpent spenn i mm

SGP-DOC-0002-EN - REV04
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GLASSFIBER

PRODUKTER

Molded HL fiberglass grating
Article no.: 15903
Thickness: 38 mm
Pattern: Square, 19 x 19 mm
Panel size: 573 x 3658 mm
Surface: Fine silica sand finish

Sheet: 573 x 3658 mm

Height: 38 mm

Pattern: Square, 19 x 19 mm

Profile Thickness: 6.5/ 5 mm (top / bottom)

Opening: 12 x 12 mm

Open Area: 42%

Weight: 21.5 kg/m?

Weight per Sheet: 45 kg

Surface: Fine silica sand finish

Color: Grey (RAL 7001), yellow front edge

(RAL 1003)

Plastic Material: Isophthalic polyester

Fire Resistance: ASTM E84-o05, Class
Flame Spread: < 25

Temperature Range: -40°C to 60°C

Electrical Conductivity: Insulating

Reinforced Edges: Both sides (yellow edge)

Max Recommended Span: 1m

>§L§

v
v

X
§4
Y

A
%yé

)
¢

&

7
A
&

-
- s
.35“: S T et e @
e S i, S B, P G R
o T A A e LS L W
B D P D, e e -
&‘*&”#00&70‘0*&@»“‘,4‘:@
- & > o P
0,")*."*@'&‘ '”":»0"0 - e
P “" Fad 8.4
e Tese e v e
” 7 A S s <
e Ce > >
5 ap W

§
g

/

The illustration shows how the stair grate has reinforced edges on each long side.

- AU| 0,06 | 011 | 0,177 | 028 | 042 | 0555 | 0,83 | 1,11 7182
AC| 0,18 | 036 | 053 | 089 | 1,33 | 1,77 | 266 | 354 2805
700 AU| 0,19 | 038 | 0,57 | 095 | 142 | 1,90 | 2,85 | 3,80 3664
AC| 043 | 087 | 130 | 217 | 325 | 434 | 651 | 868 2004
_ AU| 049 | 098 | 1,46 | 244 | 366 | 48 | 731 | 975 2217
AC| 087 | 1,73 | 260 | 433 | 6,50 | 867 | 13,00 1559
- AU| 1,05 | 211 | 3,16 | 526 | 7,89 | 10,53 1484
AC| 1,53 | 306 | 459 | 766 | 11,48 1275
- AU| 2,01 | 403 | 6,04 | 10,07 1062
AC| 248 | 496 | 7.43 | 12,39 1079
- AU| 3553 | 7,06 | 1059 798
AC| 3,77 | 7,53 | 11,30 935

Nedbeyning i mm som funksjon av belastning i kg og apent spenn i mm
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GLASSFIBER

PRODUKTER

Molded profile-based fiberglass grating
Article no.: 15910
Thickness: 38 mm
Pattern: Opening 14 mm (bar spacing 34
mm)
Panel size: 315 x 6000 mMm
Surface: Fine silica sand finish

Sheet: 315 x 6000 MM

Height: 38 mm

Bar Spacing: 34 mm

Opening Between Bars: 14 mm
Open Area: 55%

Weight: 19 kg/m?

Weight per Sheet: 45 kg
Surface: Fine silica sand finish
Color: Grey (RAL 7001), yellow front edge (RAL 1003)
Plastic Material: Isophthalic polyester
Fire Resistance: ASTM E84-05, Class 1
Flame Spread: < 25
Temperature Range: -40°C to 60°C
Electrical Conductivity: Insulating
Reinforced Edges: One side

Max Recommended Span: 1.2 m
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GLASSFIBER

PRODUKTER

Molded profile-based fiberglass stair
tread grating
Article no.: 1591
Thickness: 38 mm
Pattern: Opening 14 mm (bar spacing 34
mm)
Panel size: 310 x 4000 mm
Surface: Fine silica sand finish

Description: H 38 mm, 14 mm opening, black,
grit surface, phenolic FR (Offshore Grating stair
tread)

Panel Dimensions: 310 X 4000 MM

Reinforced Edges: One side

Height: 38 mm

Bar Spacing: 34 mm

Opening Between Bars: 14 mm

Open Area: 55%

Weight: 19 kg/m?2

Weight per Panel: 45 kg

Surface: Fine silica sand finish

Color: Black (RAL go04)

Plastic Material: Phenolic

Fire Resistance: ASTM E84-05, Class 1
Flame Spread: < 25

Temperature Range: —40°C to +60°C

Electrical Conductivity: Conductive (EN 13463-1, EN

50014)

Max Recommended Span: 1.2 meters
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GLASSFIBER

PRODUKTER

Molded fiberglass grating
Article no.: 15540
Thickness: 64 mm

Pattern: Opening 10 mm (bar spacing
25.4 mm)
Panel size: 1000 x 3000 mm
Surface: Fine silica sand finish

Grating Article 15910 — Specifications
Panel: 315 x 6000 mMm

Height: 38 mm

Bar Spacing: 34 mm

Opening Between Bars: 14 mm

Open Area: 55%

Weight: 19 kg/m?
Weight per Panel: 45 kg
Surface: Fine silica sand finish
Color: Grey (RAL 7001), yellow front edge (RAL 1003)
Plastic Material: Isophthalic polyester
Fire Resistance: ASTM E84-05, Class 1
Flame Spread: < 25
Temperature Range: -40°C to 60°C
Electrical Conductivity: Insulating
Reinforced Edges: One side

Max Recommended Span: 1.2 m
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GLASSFIBER

PRODUKTER

Special Gratings
Gratings can be ordered in most RAL color codes and
are available with various designs and properties.

Special gratings typically have a delivery time of 10-12

weeks.

Eksempler:

See more examples of custom-made gratings at:
Special Gratings — Glassfiber Produkter
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